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Abstract Urban areas usually experience higher tem-
peratures when compared to their rural surroundings.
Several studies underlined that specific urban conditions
are strictly connected with the Urban heat island (UHI)
phenomenon, which consists in the environmental over-
heating related to anthropic activities. As a matter of fact,
urban areas, characterized by massive constructions that
reduce local vegetation coverage, are subject to the
absorption of a great amount of solar radiation (short wave)
which is only partially released into the atmosphere by
radiation in the thermal infrared (long wave). On the
contrary, green areas and rural environments in general
show a reduced UHI effect, that is lower air temperatures,
due to evapo-transpiration fluxes. Several studies demon-
strate that urban microclimate affects buildings’ energy
consumption and calculations based on typical meteoro-
logical year could misestimate their actual energy con-
sumption. In this study, two different sets of
meteorological data are used for the calculation of the
heating and cooling energy needs of an existing university
building. The building is modeled using TRNSYS v.17
software. The first set of data was collected by a weather
station located in the city center of Modena, while the
second set of data was collected by another station, located
in the surrounding area of the city, near to the studied
building. The influence of the different meteorological
situations described by the two weather stations are
analyzed and assumed to be representative of the UHI
effect. Furthermore, the effects of UHI mitigation strate-
gies on the building energy needs are evaluated and
discussed.
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List of symbols
c Specific heat capacity (J/kgK)
g Solar energy transmittance
S Thickness (m)





g Transparent vertical surfaces
r Opaque horizontal surfaces
w Opaque vertical surfaces
Introduction
Urban areas usually experience higher temperatures when
compared to their rural surroundings. Several studies [1, 2]
underlined that specific urban conditions are strictly con-
nected with the Urban heat island (UHI) phenomenon,
which consists in the environmental overheating related to
anthropic activities. This effect is usually quantified
referring to the urban heat island intensity, which is defined
as the maximum difference between urban and surrounding
areas temperatures.
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Buildings, roads, and other constructions in urban areas
absorb heat during the day and re-emit it after sunset,
creating high temperature differences between urban and
rural areas [3].
Many causes bring to higher temperatures in urbanized
environment, such as anthropogenic heat, excess of heat
stored by construction materials, decreased long-wave
radiation losses from urban areas, lack of vegetation and
reduced evapo-transpiration processes, reduction of wind
speed and consequent reduced convective heat removal
from urban surfaces to the atmosphere.
Several studies [4–6] demonstrate that urban microcli-
mate affects buildings energy consumption. Indeed,
building energy consumption in urban areas is not only
determined by envelope and equipment features. Urban
heat island and the immediate surrounding can affect the
energy performance of buildings located in densely built
areas. These buildings, besides rural or suburban ones,
undergo several UHI effects such as higher external air
temperatures, lower wind speeds and reduced energy losses
during the night period. These effects have a significant
impact especially on cooling energy consumption [7].
Moreover, most of the studies consider only the energy
consumption during the summer period, and there is still a
lack of evaluation of the effects of urban microclimate on
the annual energy consumption.
Kikegawa et al. [8] developed a simulation model that
can describe relations between summer weather conditions
in urban contexts and building cooling energy needs. They
found that the peak-time cooling electric power demand in
a central business district in Tokyo could decrease up to
6 % with a reduction of the outdoor air temperature by
more than 1 C.
According to Santamouris et al. [5], the cooling load of
urban buildings may increase twofold and the peak cooling
electricity load may be tripled by the UHI effects noticed in
Athens. Moreover, during winter time, results have shown
that urban buildings’ heating energy needs may decrease
by about 30–50 % compared to rural or suburban
buildings.
Energy needs of urban buildings can be assessed in wide
spatial and temporal ranges. The major scale considers
phenomena such as UHI effect. The effect on a single
building can also be analyzed. In this case the energy load
of the building is assessed using energy simulation models
and appropriate boundary conditions have to be defined. By
supplying the simulation with modified meteorological
data, heat island effects can be properly described [9].
In addition, it has been found that calculations based on
typical meteorological year could misestimate the actual
energy consumption. The influence of actual weather data
is generally disregarded in the energy performance calcu-
lation. However, to consider the actual interactions
between indoor and outdoor environments, the use of real
weather data in building energy simulations is required
[10]. Moreover, to identify urban heat island features in the
considered area, a spatial characterization of ambient
temperature is required. Nevertheless, the reference
weather station is generally located in a sparsely built area.
Both urban and rural climatic data are not frequently used
to get the real assessment of the impact of UHI on building
energy needs [11].
Different studies [11, 12] have confirmed the impact of
UHI on the energy needs of buildings, using measured air
temperature data as input to an energy simulation model to
assess heating and cooling load of a building positioned at
different locations within the urban area.
Concerning UHI countermeasures, most studies evaluate
only the effects on cooling energy consumption in summer,
even though UHI mitigation may increase heating energy
consumption in winter [6, 13, 14].
The present study is aimed at considering the real
weather data effects on the thermal behavior of a building.
These effects are evaluated for different seasons and
locations, stressing out the consequences of both real cli-
mate events and UHI phenomenon. The assessment of the
energy needs of the reference building is achieved in a
comparative way, counting on the use of weather data
collected from urban and suburban stations. In this study,
two different sets of actual meteorological data [15, 16] are
used for the calculation of the annual energy needs of an
existing university building. UHI countermeasure effects
on energy needs are also assessed, both in summer and in
winter period.
Materials and methods
Energy modeling and calculation
In this study the energy needs of an existing university
building are calculated for both heating and cooling peri-
ods. The heating period extends from October 15 to April
15, while the cooling period extends from June 1 to Sep-
tember 15.
The annual energy needs of the building are determined
by simulations carried out using the TRNSYS 17 [17]
dynamic thermal modeling software.
TRNSYS is a deterministic building simulation pro-
gram. Like other similar codes, such as DOE-2, ESP-r or
EnergyPlus, it simulates the thermal performance of
buildings and plants according to the input data about
building envelope, HVAC systems, indoor gains and
weather. All the physical components of the thermal energy
system are represented by FORTRAN subroutines, com-
bined into an executable file which describes their
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connections [18]. From the given set of input data,
expressed as explicit time functions, the simulation predicts
the building plant system behavior. Driving forces are
modeled using a time discretization. The time resolution of
available weather data determines the sampling time-step,
usually of 1 h [19].
In particular, TRNSYS calculates transient heat con-
duction through multi-layer envelope components using
the transfer function method (TFM), recommended by
ASHRAE as one of the most accurate methods to calculate
time-variable heat loads [20]. Formerly introduced by
Mitalas [21], TFM describes the thermal behavior of
building envelopes using few numerical coefficients. The
method, using Z-transforms, solves the equation system
that describes the heat transfer in a multi-layered wall. Z-
transform is a mathematical operator widely used by sim-
ulations dealing with discrete signals in the time domain,
such as climatic data. The TFM considers each component
of the thermal energy system as a black box: the transfer
function analyzes an input signal and carries out an output
signal [17].
The simulation engine solves the system of algebraic
and differential equations that represents the whole energy
system. The results obtained by simulations analyzed in
this study are winter and summer energy demands and
external surface temperature profiles.
In this study, two different sets of meteorological data
are used for the calculation of the heating and cooling
needs of the university building. The first set of data was
collected by a weather station located downtown Modena,
while the second set of data was collected by another sta-
tion, located in the surrounding area of the city, near to the
studied building.
These weather stations are owned by the Geophysical
Observatory of the University of Modena and Reggio
Emilia and the available half-hourly weather data include
global radiation on horizontal, dry bulb temperature, wind
speed and relative humidity.
UHI countermeasure effects on energy needs are
assessed by considering a ‘‘cool’’ coating with high solar
reflectance on the roof (solar absorptance asol = 0.25) and
on the opaque vertical surfaces (asol = 0.25).
Building description
In this study, the Interdepartmental Scientific Library (ISL)
of the University of Modena and Reggio Emilia has been
selected for the comparative analysis.
The two-storey building is composed by the main
reading room, of about 12 m height, several offices, two
archives, meeting and technical rooms (see Figs. 1 and 2).
Table 1 summarizes the most important geometrical char-
acteristics of the selected building.
The building is located in the city of Modena; it was
built in 1998. The library has concrete and light-insulated
walls [Uw = 0.52 W/(m
2K)], double-glazed windows
[Ug = 2.83 W/(m
2K), g = 0.45], and a non-insulated flat
roof [Ur = 1.32 W/(m
2K)] with north-oriented vertical
windows in a saw-toothed roof (see Tables 2, 3).
Description of meteorological data
The historical atmospheric temperatures are available for
the urban area weather station, where the University
Geophysical Observatory is collecting data since 1830
[22].
Modena time series show a temperature increase trend
which is higher than the global one, according with other
weather stations of the Emilia Romagna Region [22]. In
particular, Modena is characterized by a more extreme
climate, with an increasing of extreme events, especially
Table 1 Main geometrical characteristics of the building
Floor surface (m2) 2,200
Opaque vertical surfaces (m2) 1,925
Transparent surfaces (m2) 718
Gross volume (m2) 1,8313
Fig. 1 Plan of the building
Fig. 2 View of north façade of the building
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hotter summer and heat waves, like the one known as
‘‘summer 2003 in Europe’’ [23]. Considering the city of
Modena, 2012 has been characterized by several heat
waves [16]. It is also possible to observe that there are
significant differences between the two meteorological
years, especially during spring and summer period.
Winters are generally milder than the past, but 2012 has
been characterized by a very rigid winter in Emilia, with
strong cold air outbreak with many ‘‘ice days’’ (both Tmin
and Tmax below 0 C) and heavy snowfall.
In Fig. 3 the monthly average atmospheric temperatures
for 2011 and 2012 are compared with the 30-year climate
data (1981–2010). One can observe that the selected years
are characterized by monthly average atmospheric tem-
peratures that are generally higher than the historical ones,
according to the climate indicators [24].
In Fig. 4 the average monthly atmospheric temperatures
for the urban and suburban areas of Modena are compared.
The results show that the urban monthly average temper-
atures are always higher than the suburban ones, and an
average 1.4 C temperature difference is found.
In Figs. 5 and 6 the half-hourly atmospheric temperature
data are presented for the three coldest days of 2012 (5th–
Table 2 Thermal transmittance of the building envelope
Description U [W/(m2K)]
Opaque vertical surfaces 0.52
Roof 1.32
Transparent surfaces 2.83
Table 3 Layers and thermal properties of the building envelope







Concrete panel 0.24 0.51 1 1,400
Insulation 0.05 0.04 1.4 10





– 0.17 1 1,200
Concrete slab 0.30 0.51 1 1,400



















Fig. 3 Comparison between monthly average atmospheric tempera-
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Urban area Suburban area
Fig. 4 Average monthly atmospheric temperature in 2012: compar-




















Urban area Suburban area
Fig. 5 Half-hourly atmospheric temperature profiles in the urban and
suburban areas: 5th–7th February 2012
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7th of February). It is possible to observe that the higher
temperature differences between urban and suburban areas
are found during the nocturnal period, where values of
around 6 C are reached. The same situation is observed
during the hottest days of 2012 (21st–23rd of August).
Results and discussion
Simulations have been performed for the base-case model
(Case 0) and the case with the application of cool coating
on roof and opaque vertical surfaces (asol = 0.25) (Case 1).
The hourly indoor air temperature measurements were
used to analyze the discrepancies between simulated and
actual building energy performance. The measurements
were available for three different periods: February, July
and September 2012. The simulated indoor air tempera-
tures of the base-case model were used for the comparison.
Due to the actual building’s location, the meteorological
data of the suburban area were used for the base-case
model.
Statistical analyses were performed by calculating the
mean bias error (MBE), the root mean square error
(RMSE) and the Pearson’s Index r. The results of the error
analysis procedure are outlined in Table 4.
As reported in Table 4, MBE results show a slight
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Fig. 6 Half-hourly atmospheric temperature profiles in the urban and
suburban areas: 21st–23rd August 2012
Table 4 Statistical analysis
MBE RMSE Pearson (r)
0.21 0.83 0.97





Case 0 Case 1 Case 0 Case 1
Energy need
Summer Urban area 99 83 112 94
Suburban area 91 75 103 86
Winter Urban area 38 43 45 48
Suburban area 48 53 55 60
Year Urban area 137 126 156 143
Suburban area 139 128 158 146
Primary energy
Summer Urban area 130 108 146 123
Suburban area 120 98 135 112
Winter Urban area 52 59 61 66
Suburban area 65 73 76 82
Year Urban area 182 168 208 190
Suburban area 185 171 211 194









Summer Variation of energy needs
compared to case 0




Winter Variation of energy needs
compared to case 0











































CASE 0 CASE 1
Fig. 7 Energy need in summer (a) and winter (b) period
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the actual data. Considering the MBE error compensation,
this index was not considered exhaustive to evaluate the
reliability of the model and both RMSE and Pearson’s
index were also investigated. The results show that the
selected indexes are in agreement with the tolerance range
(see Table 4) and the model is considered representative of
the actual energy performance.
To assess the overall primary energy needs, the effi-
ciency of the system was taken into account. Considering
the heating system, an overall system efficiency of 73 % is
considered. On the other hand, for the cooling system an
average energy efficiency ratio (EER) of 2 is considered.
Tables 5 and 6 show that annual energy needs are lower
when the cooling coating is applied on the roof and on the
opaque vertical surfaces (see Fig. 7).
Figure 8 shows a comparison between the four meteo-
rological data for Case 0 and Case 1. The results show
higher summer needs in 2012 (increase of 13 % compared
to 2011), due to several heat waves.
Simulations have been carried out with the two weather
stations’ meteorological data. The comparison of the two
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2011 Suburban area 2012 Suburban area
2011 Urban area 2012 Urban area
Fig. 8 Energy need relative to different meteorological data. Sum-
mer period (a) and winter period (b)
Table 7 Variation of energy needs and primary energy required by
the building located in suburban area compared to the building
located in urban area
2011 2012
Case 0 (%) Case 1 (%) Case 0 (%) Case 1 (%)
Variation of energy needs
Summer -8 -10 -8 -10
Winter 20 19 19 19
Year 1 2 1 2
Variation of primary energy
Summer -8 -10 -8 -10
Winter 20 19 19 19
Year 2 2 1 2
Values are expressed in percentage




Case 0 Case 1 Case 0 Case 1
Summer Urban area 153 128 172 145
Suburban area 141 116 159 132
Winter Urban area 10 12 12 13
Suburban area 13 14 15 16
Year Urban area 163 139 185 158
Suburban area 154 130 174 149
Variation of CO2 equivalent
emissions of the building
located in suburban area
compared to the building
located in urban area
-5 % -6 % -7 % -6 %
Table 9 Variation of CO2 equivalent emissions of the building with
cool coatings referred to the building without cool coatings
Weather station location 2011 (%) 2012 (%)
Year Urban area -14 -14





















Urban area - Case 0 Suburban area - Case 0
Urban area - Case 1 Suburban area - Case 1
Fig. 9 Energy need on 16th–18th July 2012. Urban and suburban
weather data
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shown in Table 7, summer energy needs of the building
located in urban area are around 10 % higher than the
energy needs of the building located in suburban area.
On the other hand, in winter period energy needs’ values
related to the suburban area are about 15 % higher.
The results summarized in Table 7 show that the overall
year energy needs increase up to 2 % in the absence of UHI
effect.
Table 8 shows the influence of UHI on CO2 equivalent
emissions. Due to the increase of the cooling energy
demand, CO2 equivalent annual emissions rise up to 7 % in
presence of the UHI. The results have been obtained using
carbon dioxide emission coefficients for natural gas
(55 g CO2eq/MJ) and electricity (150.1 g CO2eq/MJ) [25,
26].
In addition, a significant reduction of annual CO2
emissions due to the application of cool coating is found in
Table 9. The decrease of up to 15 % demonstrates the
positive effect of UHI countermeasures on the reduction of
greenhouse gas emissions.
In addition, three representative days of the summer
period are analyzed in Fig. 9. The results underline the
higher cooling energy need presented by Case 0 compared
to Case 1, as well as the higher cooling need presented with
the urban area weather data compared with the suburban
ones.
Also for the winter period three representative days
are analyzed. The results (Fig. 10) show a slight
















































Atmospheric temperature Roof surface temperature - Case 0 Roof surface temperature - Case 1(b)





















Suburban area - Case 1 Suburban area - Case 0 
Urban area - Case 1 Urban area - Case 0
Fig. 10 Energy need on 8th–10th January 2012. Urban area and
suburban area weather data
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application of cool coating, compared to the base case.
Moreover, the comparison between energy needs of the
building located in urban area and the building located
in the suburban area presents a decrease of an average
of 25 %.
External roof surface temperature profiles are analyzed
for the different simulation cases, considering three rep-
resentative summer days of 2012.
The analysis demonstrates that the external temperature
of roof surface achieves high values, up to 55 C in Case 0
(see Fig. 11). By the application of cool coating on the roof
surface, peaks decrease to 35 C. In general, the applica-
tion of cool roof coating allows one to achieve an average
daily decrease of 6 C on roof external surface, reducing
significantly its overheating.
The comparison between the results obtained using
the data from the two different weather stations (Fig. 12)
underlines that the most significant UHI effects occur
during the night time (from 7:00 PM to 6:00 AM). On
the other hand, during daytime, solar irradiation reaches
highest values and the external roof surface temperature
does not change significantly from urban to suburban
area.
Conclusions
In this study, the influence of actual weather data has been
considered in the annual energy performance calculation of
an existing building. The simulations carried out with the
meteorological data from two different weather stations
demonstrate the effects of UHI on building energy needs.
More studies evaluated the effects of UHI and the rel-
ative mitigation measures only on cooling energy con-
sumption, even though UHI mitigation may increase
heating energy consumption in winter.
The novelty represented by this study consists in con-
sidering UHI mitigation effects on energy needs both in
winter and summer period. The outcomes show that energy
needs of the reference building are influenced by UHI
effect. In presence of the UHI effect, net annual cooling
and heating energy use slightly decreases. The result is
consistent with other studies [5]. On the other hand, UHI
effects on reference building energy consumption lead to
the rise of CO2 equivalent annual emissions of up to 7 %.
In addition, the results show that UHI mitigation could
achieve significant energy savings on cooling energy needs in



























Urban area: Atmospheric temperature Suburban area: Atmospheric temperature




















Urban area: Atmospheric temperature Suburban area: Atmospheric temperature
Urban area: Roof surface temperature Case 1 Suburban area: Roof surface temperature Case 1
Fig. 12 Atmospheric temperature and external roof surface temperature on 16th–18th July 2012; a case 0, b case 1
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need in winter. In the considered case, heating and cooling
energy needs have been converted in primary energy, showing
that the balance throughout the whole year period is positive
and encouraging towards the usage of cool coating.
Moreover, this study demonstrates that, by the applica-
tion of cool coating on the roof surface, peaks of the
external temperature of roof surface decrease by about
6 C during daytime, avoiding its overheating.
The UHI effects on other building types, such as resi-
dential or commercial buildings, will also be investigated
in the future.
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manuscript.
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21. Höglund, B.I., Mitalas, G.P., Stephenson, D.G.: Surface temper-
atures and heat fluxes for flat roofs. Build. Sci. 2(1), 29–36 (1967)
22. Lombroso, L., Quattrocchi, S.: L’Osservatorio di Modena: 180
anni di misure meteoclimatiche. SMS edition, pp 245–280
(2008). ISBN:978-88-903023-2-9
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